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Edition

 A

27.2 ± 0.25

Any Color

YUNG LI. (UL) E241374   SOOW   4/C  6AWG(13.3mm2)  90℃  600V  VW-1

NBR/PVC

3.56mm

2.84mm

Marking : 

Material

Jacket
Minimum Average Thickness

Minimum Thickness at any point

Overall Diameter(Approx)

Color

Core Assembly

NA

NA

NA

NATaping

Shielded A1-Mylar Foil

Drain Wire 

Mylar Foil

Material

Construction

Cotton Wire 36000D

Assembly Pair

NA

Filler

 PVC FLEXIBLE CORDS

 Page
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Core Twist

1.37mm

6AWG X 4C

7.95 ± 0.15

Black  White  Green   Red

Annealed Bare Copper

262/∮0.254±0.005

2. Construction & Dimension

4-Core

Insulation

NBR/PVC

1.52mm

Material

Minimum Average Thickness

Minimum Thickness at any point

Identification

             Specification

Diameter

Conductor
Size

Material

Construction

YUNG  LI  CO.,  LTD

 Document  No

SPECIFICATION

1. Standard     :   UL 62   UL 1581  

SOOW  6/ 4C  90℃

                                        Item

Style

Size



Yung-Li 

2010.04.21

Edition

 A

Oil
immersion

Tensile Strength Min 60%(121±2℃x18hrs)

Elongation Min 60%(121±2℃x18hrs)

Jacket

Oil
immersion

Tensile Strength

Elongation

Aged 
Tensile Strength

Elongation

Unaged
Tensile Strength

Elongation

 2/2

Aged 

Tensile Strength

Elongation

Tensile Strength

Elongation

3. Electrical & Physical Properties

1500 lb/in2 min

Style

Size

 PVC FLEXIBLE CORDS
 Document  No

SOOW  6/ 4C  90℃

SPECIFICATION

Page

                                Item

Spark Test 10KV/0.15 Sec

Unaged

  Insulation

                   Specification

Rating Voltage

Min 65%(121±2℃x168hrs)

100％Min

Dielectric Strength

600V

AC   4.0KV/1 min No Crack

Min 85%(121±2℃x168hrs)

121±1℃ x 1hr No Crack

Min 60%(121±2℃x18hrs)

Min 60%(121±2℃x18hrs)

Min 45%(121±2℃x168hrs)

Min 85%(121±2℃x168hrs)

1500 lb/in2 min

Deformation Test

Heat Shock Test 

121±1℃m X 1hr ≦ 50%

Cold Bend Test

YUNG  LI  CO.,  LTD

Graph:

100％Min

 -40℃  x 4hr No Crack

COPPER CONDUCTOR(導体)

PVC INSULATION(絕緣)

PVC JACKET(被覆)

FILLER(充麻)
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ELBZ7.E152635 - CORD SETS AND POWER-SUPPLY
CORDS CERTIFIED FOR CANADA

Cord Sets and Power-supply Cords Certified for Canada

See General Information for Cord Sets and Power-supply Cords Certified for Canada

YUNG LI CO LTD E152635

7F-12 NO 99 SEC 1 XINTAI 5TH RD

XIZHI DISTRICT

NEW TAIPEI, 22175 TAIWAN

Power-supply cords

Cat. No.

ANSI/NEMA 

WD6 Config

Cord

AWG

Cord 

Type

Electrical

Rating

Amps V

YP-11 1-15 18/2 SPT-1, SPT-2, SPT-3, NISPT-2, SVT, SVTO, SJT, SJTW, SJTO,

SJTOW (All TPE material), SPT-1, SPT-1W, NISPT-1, SPT-2,

SPT-2W, NISPT-2, SPT-3, HPN, SVT, SVTO, SJT, SJTW, SJTO,

SJTOW, SV, SVO, SJ, SJO, SJOW, SJOOW, EVT, EVJT, EVE, EVJE

7 or 10/125

  17/2 SVT, SVTO (All TPE material), SVT, SVTO, SV, SVO, SJ, SJO,

SJOW, SJOOW, EVT, EVJT, EVE, EVJE

12/125

  16/2 SPT-2, SPT-3, NISPT-2, SVT, SVTO, SJT, SJTW, SJTO, SJTOW (All

TPE material), SPT-2, SPT-2W, NISPT-2, SPT-3, SVT, SVTO, SJT,

SJTW, SJTO, SJTOW, SV, SVO, SJ, SJO, SJOW, SJOOW, EVT, EVJT,

EVE, EVJE

13/125

  16/2 HPN 15/125

  14/2 SPT-3, SJT, SJTW, SJTO, SJTOW (All TPE material), SPT-3, SJT,

SJTW, SJTO, SJTOW, SJ, SJO, SJOW, SJOOW, EVT, EVJT, EVE,

EVJE

15/125

YP-11W 1-15P 18/2 SPT-1, SPT-2, SPT-3, NISPT-2, SVT, SVTO, SJT, SJTW, SJTO,

SJTOW (All TPE material), SPT-1, SPT-1W, NISPT-1, SPT-2,

SPT-2W, NISPT-2, SPT-3, HPN, SVT, SVTO, SJT, SJTW, , SJTO,

SJTOW, SV, SVO, SJ, SJO, SJOW, SJOOW, EVT, EVJT, EVE, EVJE

7 or 10/125

  17/2 SVT, SVTO (All TPE material), SVT, SVTO, SV, SVO, SJ, SJO,

SJOW, SJOOW, EVT, EVJT, EVE, EVJE

12/125

  16/2 SPT-2, SPT-3, NISPT-2, SVT, SVTO, SJT, SJTW, SJTO, SJTOW (All

TPE material), SPT-2, SPT-2W, NISPT-2, SPT-3,SVT, SVTO, SJT,

SJTW, SJTO, SJTOW, SV, SVO, SJ, SJO, SJOW, SJOOW, EVT, EVJT,

EVE, EVJE

13/125

  16/2 HPN 15/125

  14/2 SPT-3, SJT, SJTW, SJTO, SJTOW (All TPE material), SPT-3, SJT,

SJTW, SJTO, SJTOW, SJ, SJO, SJOW, SJOOW, EVT, EVJT, EVE,

EVJE

15/125

https://iq.ulprospector.com/cgi-bin/XYV/template/LISEXT/1FRAME/showpage.html?&name=ELBZ7.GuideInfo&ccnshorttitle=Cord+Sets+and+Power-supply+Cords+Certified+for+Canada&objid=1074179359&cfgid=1073741824&version=versionless&parent_id=1073986174&sequence=1
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  12/3 SJT, SJTW, SJTO, SJTOW, SJTOOW, ST, STW, STOW, STOOW

(All TPE material), SJT, SJTW, SJTO, SJTOW, SJTOOW, SJ, SJO,

SJOW, SJOO, SJOOW, ST, STW, STOW, STOOW, S, SO, SOW,

SOO, SOOW, EVT, EVJT, EVE, EVJE

15/250

YP-73L 14-30 12/4 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW (All TPE material),

SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, SJ, SJO, SJOW, SJOO,

SJOOW, SO, SOW, SOOW, EVT, EVJT, EVE, EVJE

20/125/250

  10/4 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW (All TPE material),

SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, SJ, SJO, SJOW, SJOO,

SJOOW, SO, SOW, SOOW, EVT, EVE

25/125/250

  10/4 DRT (Round) 30/125/250

  8/4 ST, STW, STO, STOW, STOOW (All TPE material), ST, STW, STO,

STOW, STOOW, S, SO, SOW, SOO, SOOW, EVT, EVE

30/125/250

YP-75L 14-50 12/4 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW (All TPE material),

SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, SJ, SJO, SJOW, SJOO,

SJOOW, SO, SOW, SOOW, EVT, EVJT, EVE, EVJE

20/125/250

  10/4 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW (All TPE material),

SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, SJ, SJO, SJOW, SJOO,

SJOOW, SO, SOW, SOOW, EVT, EVE

25/125/250

  10/4 DRT (Round) 30/125/250

  8/2

+

10/2

DRT (Round) 40/125/250

  6/2

+

8/2

DRT (Round) 50/125/250

  6/4 ST, STW, STO, STOW, STOO, STOOW (All TPE material), ST,

STW, STO, STOW, STOO, STOOW, S, SO, SOW, SOO, SOOW

50/125/250

YP-76 L14-20 14/4 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW (All TPE material),

SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, SO, SOW, SOOW,

EVT, EVJT, EVE, EVJE

18/125/250

  12/4 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW (All TPE material),

SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, SO, SOW, SOOW,

EVT, EVJT, EVE, EVJE

20/125/250

  10/4 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW (All TPE material),

SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, SO, SOW, SOOW,

EVT, EVE

20/125/250

YP-52 L6-30 12/3 SJT, SJTW, SJTO, SJTOW, SJTOOW, ST, STW, STOW, STOOW

(All TPE material), SJT, SJTO, SJTW, SJTOW, SJTOOW ST, STW,

STOW, STOOW, SJ, SJO, SJOW SJOO, SJOOW, S, SOO, SO, SOW,

SOOW, EVT, EVJT, EVE, EVJE

25/250

  10/3 SJT, SJTW, SJTO, SJTOW, SJTOOW, ST, STW, STOW, STOOW

(All TPE material), SJT, SJTO, SJTW, SJTOOW, SJTOW, ST, STW,

STOW, STOOW, SJ, SJO, SJOW SJOO, SJOOW, S, SO, SOW, SOO,

SOOW, EVT, EVE

30/250

  8/3 ST, STW, STOW, STOOW (All TPE material), ST, STW, STOW,

STOOW, S, SO, SOW, SOO, SOOW, EVT, EVE

30/250
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DESCRIPTION 
 
 
PRODUCT COVERED: 
 
 USU, CNU - Unlisted Component – Cord Connector, Cat. Nos. YC-06R, YC-07, 
YC-93L, YC-73L, YC-75L, YC-91L. 
 

USU - Unlisted Component – Cord Connector, Cat. Nos. YC-05E, YC-05F. 
 
 
ELECTRICAL RATING: 
 

Cat. No. AWG/No. of Conductors Current, A Voltage, V 
YC-06R 14,12,10/5 15,20,20 120/208, 3
YC-07 12,10,8/5 20,25,30 120/208, 3

YC-05E, YC-05F 16,14/3 13,15 125 
YC-93L 10,8,6/3 30,40,50 250 
YC-73L 12,10,8/4 25,30,30 125/250 
YC-75L 10,8,6/4 30,40,50 125/250 
YC-91L 14,12,10/3 18,25,30 250 

 
 
TECHNICAL CONSIDERATIONS (NOT FOR FIELD REPRESENTATIVE’S USE): 
 
 For use only in (or with) Applicant's Cord Sets and Power Supply Cords 
where the acceptability is determined by UL LLC. 
 

USU - Indicates investigation to United States Standard UL 817, Eleventh 
Edition. 

 
CNU - Indicates investigation to Canadian Standard, CSA C22.2 No. 21-95, 

Eighth Edition. 
 
 
Conditions of Acceptability: 
 

1. These devices have been evaluated when molded on the specific 
conductor size specified in this Procedure. 

 
2. Use with any other type or size cord may require additional 

evaluation. 
 

3. These fittings shall be used only within their electrical rating. 
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CAT. NO. YC-75L – FIGS. 8 and 9 
 
General - The general design, shape and arrangement shall be as 

illustrated except where variations are specifically described. The 
configuration is identical to NEMA 14-50R.  See Sec. Gen. for dimensional 
details. 
 

Body – Molded of PVC, R/C (QMFZ2/8).  Cat. No. CS-9731-WBS, manufactured 
by CHIA SHIN PLASTIC CO LTD.  See ILL. 44 for dimensional details.  
 
Inner Body - Two pieces construction, molded of PA66, R/C (QMFZ2/8).  Cat. 
No. PA66-FR2400, manufactured by SUPER-DRAGON ENGINEERING PLASTICS CO LTD. 
See ILLS. 45 and 46 for dimensional details. 
 
Line Contact (X) – Copper alloy, plating optional, crimped to conductors 
with crimping length 6.0 mm.  See ILL. 47 for dimensional details. 
 
Neutral Contact/ Line Contact (Y) – Copper alloy, plating optional, 
crimped to conductors with crimping length 6.0 mm.  See ILL. 48 for 
dimensional details. 
 
Grounding Contact - Copper alloy, plating optional, crimped to 
conductors with crimping length 5.5 mm.  See ILL. 49 for dimensional 
details. 
 
Strain Relief Clamp - Metal, one provided, clamp on cord.  See ILL. 55 
for dimensional details. 
 
Cord – Flexible cord, Listed (ZJCZ/7).  See the following table for 
application details.  
 

Cord Size 
(AWG) 

 
Cord Type 

 
USL 

 
 CNL

10/4 S, SO, SOW, SOO, SOOW, ST, STW, STO, STOW, STOO, 
STOOW 

YES YES

8/4 S, SO, SOW, SOO, SOOW, ST, STW, STO, STOW, STOO, 
STOOW 

YES YES

6/4 S, SO, SOW, SOO, SOOW, ST, STW, STO, STOW, STOO, 
STOOW 

YES YES

 
Marking – See Sec. Gen. 



2016/4/18 ZJCZ.E241374 - Flexible Cord

http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/showpage.html?name=ZJCZ.E241374&ccnshorttitle=Flexible+Cord&objid=1076810137&cfg… 1/1

ZJCZ.E241374
Flexible Cord

Page Bottom

Flexible Cord

See General Information for Flexible Cord
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Decorative cord, Type(s) SPT-1W, SPT-2W

Dryer and range cord, Type(s) SRDT

Jacketed cord, Type(s) S, SE, SE-HF, SJ, SJE, SJE-HF, SJO, SJOO, SJOOW, SJOW, SJT, SJT-B, SJTO, SJTOW, SJTW, SO,
SOO, SOOW, SOW, ST, ST-B, STO, STOW, STW, SVE, SVE-HF, SVT, SVT-B, SVTO

Parallel cord, Type(s) NISPE-1, NISPE-1-HF, NISPE-2, NISPE-2-HF, NISPT-1, NISPT-2, SPE-1, SPE-1-HF, SPE-2, SPE-
2-HF, SPE-3, SPE-3-HF, SPT-1, SPT-2, SPT-3
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